Please scan for
product demonstration

Watertight sill with
drainage system
Thanh khung day chan
nuéc voi cac ranh thoat
nuoc
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Flat sill is available and
allows barrier-free passage
Thanh khung day am san
gitp di chuyén khéng bi
vap

I .

Smart design profiles and high quality abLessories crréate an

elegant and stylish look while being easy to use. Suitable for

bothl luxury residential and commercial projects.

Thiét ké thong minh-vacac chi tiét linh phu kién chat lugng
_-t6t tao ra vé ngoai thanh lich va thi trang trong khi van dé

dang str dung. Phl hop cho ca nha & cao cap va cac dy an

thurong mai.

Smart designs prevent Hinge-less design
finger injuries
Thiét ké thdng minh ngén Thiét ké che ban Ié

ngén tay bi va dap



PRODUCT VARIETY
INSIDE VIEW
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FOLDING DOOR

FOLDING DOOR

Using smart design profiles and high quality accessories creates an elegant and stylish look with ease of use.
Suitable for both luxury residential and commercial projects. Available up to an incredible 16 panels and maximum
panoramic with of 12 meters.

Str dung nhirng profile cé thiét ké thdng minh & linh phu kién chét lwgng cao dé tao nén san pham dep va dé dang sur
dung. Thich hgp cho nha & cao cép va khu thuong mai, co thé nang cép 1én 16 canh gép trugt va khoang mé 1én nhét
12m

SPECIFICATION | DAC BIEM

Frame Depth
Bé réng khung nhém

% Maximum Height of Door 3030 mm

Chiéu cao t6i da

72 mm

. . Watertight Sill
2 = Height of Sill Loai thanh khung kin nurére 55 mm
i = , -
) Chiéu cao thanh khung day Flat sill
\i Loai thanh khung &m san 35 mm
Standard
Panel Varieties Tidu chuén 4/6/8mm
S6 lwgng canh P i
N9 MG 150G 12 /16 mm
Glass Groove »
" Khe kinh mm
Watertight sill Flat sill Cllaws Tislvres 5/6/8 mm

Thanh khung day kin nuéc  Thanh khung day am san | D6 day kinh

WINDOW PERFORMANCE | TiNH NANG CUA CUA GAP TRUOT

Watertight sill type only
Chi c6 & loai thanh khung day kin nuwéc

= | A )
— =z | =K
Wind Water Air Noise
pressure tightness tightness insulation
Aplucgid |Tinhkinnudc | Tinh kin khi Cach am
JIS:S-1 JIS: W-2 2m3/m2/h JIS: 25 dB
(850 Pa) (180 Pa) (JIS A-4)

* Sound performance test has been done in JIS standard controlled environment.
Performance will vary by room condition. Please consult with sound insulation
specialist.
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FOLDING DOOR
UNIQUE FEATURES/ DAC DIEM NOI BAT
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Linh phu kién chat lugng cao
tr Nhat Ban

Thanh khung day kin nuéc
vGi céu tao ranh thoat nuée.
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LIl | = ,' ; C6 loai thanh khung day am
50 N. ) san
Thiét ké dé dang déng
ULl tdem=l mo bang tay
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